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Technical changes reserved.

For laying single and multiple cables on ceilings or walls.
Circuit integrity is achieved for pyrofil® Keram cable types (N)HXH/(N)HXCH FE180/E30-E60.
Maximum permissible fixing distance up to 1250mm. Max. load - 10 kg/m

Material Steel wire, mesh 50x100mm, flange height 54mm,
Corrosion protection Galavanised (electrolytic) in accordance with DIN 50961

(zinc layer 18-20 µ).
Others on request

Approvals VDE 0639, CEI 1537

pyrosys® wire mesh cable tray

Article No. Type Nominal width [mm] kg/m PU

1300 999 GR 54-100 100 1.29 3 m

1301 078 GR 54-150 150 1.53 3 m

1301 079 GR 54-200 200 1.77 3 m

Note: For cutting, a bolt cutter with “offset cutting” has to be used.

pyrosys® ceiling console screwless
Corrosion protection: Sendzimir galvanised DIN 17162 (zinc coating app. 21µ).
Other on request

Article No. Type Height x width [mm] for kg/piece PU

1301 080 GR DKS 100 app. 210x230 GR 54-100 0.68 1

1301 081 GR DKS 150 app. 210x280 GR 54-150 0.75 1

1301 082 GR DKS 200 app. 210x380 GR 54-200 0.87 1

pyrosys® wall console, screwless
Corrosion protection: Sendzimir galvanised DIN 17162 (zinc coating app. 21µ).
Other on request

Article No. Type Height x width [mm] for kg/piece PU

1301 083 GR WKS 100 app. 170x230 GR 54-100 0.46 1

1301 084 GR WKS 150 app. 170x280 GR 54-150 0.52 1

1301 085 GR WKS 200 app. 170x380 GR 54-200 0.64 1

Application

Wire mesh cable tray

Technical Data


